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PROCEED n° MF4-F76 Rev 1.0
WP completion report

proof of achievement
Oct-26

Pipeline construction completion report must be done after construction

of the upstream and downstream structures for the full pipeline

Controler 1 Controler 2

To be checked

Control

All construction checklist are filled and compliant (1 for 1km of 

pipeline) as per MF4-M71 §2.f

Pipeline is backfilled with "donkey back"  as per MF4-M71 §2.c

Special 

structure

If applicable, crossings construction is finished as per filled format 

MF4-F73 and compliant to MF4-M71 §4

If applicable air vent and breather installation is finished and 

compliant to MF4-M71 §4

Tests

The 2 structures have been connected for more than 24h and no 

leakages observed on the couplings or pipes MF4-M71 §2.f

Air block test is compliant MF4-M71 §2.f. As a reminder:

o Upstream structure to washout 5 minutes

o After that the yield at the downstream structure yield over 50% of 

design after 20 minutes per km

All the items must be compliant to proceed with contractor's payment, all items can be corrected by the 

contractors if necessary. If all items are compliant, the backfill can be finished on coupling & sensitive areas.

Signatories of the present document certify that the above mentionned construction was achieved at the date of signature.

Controler 1 (WWO Construction expert) Controler 2 (WWO Scheme Administraion expert)

WWO HEAD /Representative Technical Assist. (ARIA) / Zone Construction Expert


